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INSTRUM
ENTATION

26000P
Depth Gauge and Transducer Kit
• Clamshell packaging for easy POP display 
• Depth range to 600ft and on plane readings up to 60mph 
• Automatic range and sensitivity adjustments for no-worry usage 
• Polarized LCD display for easy viewing in any environment 
• Dual Depth alarms can be set to warn of depth changes 
• 1-touch alarm muting instantly silences audible alarm 
• User selected unit of measure (feet or meter) 
• Keel offset designed to properly adjust depth readings 
• LED backlit display for easy viewing at night 
• Includes two interchangeable faces (Black, White) and three bezels (Black, White, Chrome)  
  designed to match most Sierra gauge series 
• Dual-mount transducer can be transom mounted or internally glue mounted to hull 
• High speed transducer resolution of 7X per second 
• 30ft transducer cable length for small or large boat installations

20000P
Premier Stainless Series  
5” Multi-Function Gauge Kit
Fits: Mercury and Yamaha engines   
Tachometer/Trim/Water (30PSI),  
Speedometer (80MPH), Fuel, Voltmeter

20010P
Premier Stainless Series  
5” Multi-Function Gauge Kit
Fits: Evinrude and Suzuki Engines 
Tachometer/Trim/Water (30PSI),  
Speedometer (80MPH), Fuel, Voltmeter

21000P
White Series  
5” Multi-Function Gauge
Fits: Mercury and Yamaha engines 
Tachometer/Trim/Water (40PSI),  
Speedometer (80MPH), Fuel, Voltmeter

21010P
White Series  
5” Multi-Function Gauge Kit
Fits: Evinrude and Suzuki Engines 
Tachometer/Trim/Water (40PSI) 
Speedometer (80MPH), Fuel, Voltmeter

22000P
DeepVee Series  
5” Multi-Function Gauge Kit
Fits: Mercury and Yamaha engines 
Tachometer/Hourmeter/Fuel/Voltmeter,  
GPS Speedometer/Trim

22010P
DeepVee Series  
5” Multi-Function Gauge Kit
Fits: Evinrude and Suzuki Engines 
Tachometer/Hourmeter/Fuel/Voltmeter,  
GPS Speedometer/Trim

22020P
DeepVee Series  
5” Multi-Function Gauge Kit
Fits: Honda engines 
Tachometer/Hourmeter/Fuel/Voltmeter,  
GPS Speedometer/Trim

OFFER THE PERFECT 
BLEND OF STYLE AND  
FUNCTIONALITY FOR  
ANY VESSEL.

SIERRA GAUGES

INSTRUMENTATION
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7he new Shields SternÁex Hose has a polyethylene co-polymer wall with an integral polyethylene helix.  ,t is 
resistant to abrasion� crushing and 89.  7his hose is primarily used as a cover for the harness and for the  
hoses on the bracket mounted on outboard engines. SternÁex is available in grey� white and black.

Also available for our new SternÁex Hoses are matching 5igging Hose Flanges and 5igging Hose .its.

Ordering Information
Shields SterÁex Hose

Part Number Description

18-9761G 89 Stabili]ed Grey plastic Áange

18-9761W 89 Stabili]ed :hite plastic Áange

18-9761B 89 Stabili]ed Black plastic Áange

5igging Hose Flanges

Part Number Description

18-9883G 5igging Hose .it� Grey

18-9883W 5igging Hose .it� :hite

18-9883B 5igging Hose .it� Black

5igging Hose .its
• Contains 1 UV stabilized flange and 5’ of 2” diameter Sternflex Hose
• Hides all engine cables, hoses, and harnesses
• Can be added to any style outboard engine

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
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Part Number Description

16-126-2003B 2µ X 10’� Black

16-126-2000B 2µ X �0’� Black

16-126-2003W 2µ X 10’� :hite

16-126-2000W 2µ X �0’� :hite

16-126-2003G 2µ X 10’� Grey

16-126-2000G 2µ X �0’� Grey
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Ordering Information

• SAE -200� 52 //O<D 5egistered 7ype Approved 
• 7emperature 5ange� -22�F to 212�F� Peak 239�F
• Black synthetic rubber tube cover makes it resistant to heat, salt  
 water, ozone, and abrasion
• 5einforced with synthetic plies� steel wire helices make it strong and  
 kink resistant
• 9ery Áexible with a 1.�µ x ,Dµ radius 
• Tighter corrugations to optimize the perfect clamp location

ExoFlex Marine Hose is suitable for  
delivery of cooling water and exhaust gas.

4 

I.D. Bend Radius 50’ Coil Code 
#

12 1/2’ Coil Code 
#

6 1/4’ Coil Code 
#

3/4” 1 1/8” 16-254-0340 16-254-0344 -

1” 1 1/2” 16-254-1000 16-254-1004 16-254-1001

1 1/4” 1 7/8” 16-254-1140 16-254-1144 -

1 1/2” 2 1/4” 16-254-1120 16-254-1124 -

1 5/8” 2 7/16” 16-254-1580 16-254-1584 -

1 3/4” 2 5/8” 16-254-1340 16-254-1344 -

2” 3” 16-254-2000 16-254-2004 16-254-2001

2 1/4” 3 3/8” 16-254-2140 16-254-2144 16-254-2141

2 3/8” 3 9�1�µ 16-254-2380 16-254-2384 -

I.D. Bend Radius 50’ Coil Code 
#

12 1/2’ Coil Code 
#

6 1/4’ Coil Code 
#

2 1/2” 3 3/4” 16-254-2120 16-254-2124 16-254-2121

3” 4 1/2” 16-254-3000 16-254-3004 16-254-3001

3 1/2” 5 1/4” 16-254-3120 16-254-3124 16-254-3121

4” 6” 16-254-4000 16-254-4004 16-254-4001

4 1/2” 6 3/4” 16-254-4120 16-254-4124 16-254-4121

5” 7 1/2” - 16-254-5004 16-254-5001

6” 9µ 16-254-6000 16-254-6004 -

8” 12” - 16-254-8004 16-254-8001
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Part Number Description

16-157-0120 1/2" X 100'

16-157-0380 3/8" X 100'

• Linear low-density polyethylene has a superior chemical and moisture resistance 
• Flexible and /ightweight
• Natural Color
• Operating 7emperature 5anges  
 from -�0�F to �12��F

Part Number Description

16-375-0380-30 3��µ x 30µ

16-375-0380-36 3��� x 3��

16-375-0380-96 3��� x 9�µ

Our Natural LLDPE Tubing is useful for the  
transfer of air and liquids in industrial  
applications such as fiberglass hull production, 
water and water softener lines and vending  
equipment.

 . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

• Straight quick connector and fire sleeve 
• Extreme reliability and longer service life
• -�0ԱC to �2�0ԱC Operating 7emperature 5anges 
• 1ot affected by heat aging� O]one or 89 exposure 
• Compatible with a wide range of chemicals and additives 
• Designed to dissipate any potential static charges for added safety 
• CF5 33 8SCG and SAE -1�2� approved 
• Ultra Low Permeation

Stainless Steel Braided PTFE hose is an  
ideal choice for marine applications.

 5   
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FLUSH MOUNT CIRCUIT BREAKERS
• 1/4” Stainless Steel Studs on the face of the circuit breaker for easy installation 
• Connected terminal boots 
• Combined use as a switch and circuit protection 
• Standard safety ¶7rip Free’ feature so switch cannot be held ¶O1’ 
• Ignition protected design for safe use in below deck boat applications

Part Number AMP Rating Replaces Blue Sea

CB50520 25 7180

CB50530 30 7181

CB50540 40 7182

CB50550 50 7183

CB50560 80 7186

CB50570 100 7187

CB50580 135 -

CB50590 150 �1�9

CB50600 200 -

POWER SYSTEMSPOW
ER SYSTEM

S

PANEL MOUNT CIRCUIT BREAKERS
• 1/4” Stainless Steel Studs on back of the breaker 
• Standard safety ¶7rip Free’ feature so switch cannot be held ¶O1’ 
• Ignition protected design for safe use in below deck boat applications 
• Combined use as a switch and circuit protection

Part Number AMP Rating Replaces Blue Sea

CB50610 40 7082

CB50620 50 7083

CB50630 60 7084

CB50640 80 7086

CB50650 100 7087

CB50660 150 �0�9

CB50670 200 -

TOGGLE STYLE CIRCUIT BREAKERS

Part Number AMP Rating Color Pole Type Replaces Blue Sea

CB50400 5 Black Single 7200

CB50410 10 Black Single 7204

CB50420 25 Black Single 7216

CB50430 25 White Single 7218

CB50440 40 Black Single 7224

CB50450 50 Black Single 7228

CB50460 30 White Double 7238

CB50470 50 White Double 7242

• Compatible with AC and DC circuits 
• Exact OEM replacement for many top brands 
• Hydraulic-magnetic trip mechanism will not trip by surges caused by start-up currents.   
• Standard safety ¶7rip Free’ feature so switch cannot be held ¶O1’
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PUSH BUTTON CIRCUIT BREAKERS
• ,gnition protected design for safe use in below deck boat applications. 
• Compatible with AC and DC circuits 
• Push-to-5eset Operation 
• Mounts in 3/8” hole 
• 8ses optional MP39210 weatherproof boot to protect circuit breaker in  
   harsh environments

Part Number AMP Rating Replaces Blue Sea

CB41250 25 7058

CB41260 30 �0�9

CB41270 40 7061

Part Number Switch Function

RK40610B ON - OFF SPST

RK40610G ON - OFF SPST

RK40620B (ON) - OFF SPST

RK40620G (ON) - OFF SPST

RK40630B ON - ON SPST

RK40630G ON - ON SPST

RK40640B ON - OFF - ON SPDT

RK40640G ON - OFF - ON SPDT

RK40650B ON - OFF DPST

RK40650G ON - OFF DPST

HALO ROCKER SWITCHES
• Perimeter Illuminated for unique and stylish look 
• Independent Illumination of rocker actuator 
• IP68 sealed rocker switch 

Part Number Switch Function

RK40660B ON - ON DPST

RK40660G ON - ON DPST

RK40670B ON - OFF - ON DPDT

RK40670G ON - OFF - ON DPDT

RK40680B (ON) - OFF - (ON) DPDT

RK40680G (ON) - OFF - (ON) DPDT

RK40690B** ON - OFF - ON SPDT

RK40690G** ON - OFF - ON SPDT

RK40700B** ON - OFF - ON DPDT

RK40700G** ON - OFF - ON DPDT

Part numbers ending in ´Gµ illuminate Green. Part numbers ending in ´Bµ illuminate Blue.  Dependent lighting

FLAT ROCKER CIRCUIT BREAKERS
• Compatible with AC and DC circuits 
• Exact OEM replacement for many top brands 
• Hydraulic-magnetic trip mechanism will not trip by surges caused by start-up currents.   
• Standard safety ¶7rip Free’ feature so switch cannot be held ¶O1’

Part Number AMP Rating Pole Type Replaces Blue Sea

CB50300 5 Single 7540

CB50310 10 Single 7541

CB50320 15 Single 7542

CB50480 20 Single 7543

CB50330 30 Single 7545

CB50500 30 Double 7560

CB50340 50 Single 7546

CB50490 50 Double 7561

CB50350 60 Single 7547

CB50360 80 Single 7548

CB50370 100 Single ���9

CB50380 150 Double 7475

CB50390 200 Double 7476

CB50510 100 Double 7564

• Switch rated up to 20A at 12VDC 
• Fit industry standard panel cutout 
• Dedicated connector for use with .110 terminals
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Part Number Switch Function

RK19000 ON - OFF

RK19010 (ON) - OFF

RK19020 ON - OFF

RK19030 ON - ON

RK19040 ON - OFF - ON

RK19050 ON - OFF - ON

RK19060 (ON) - OFF - (ON)

ILLUMINATED CONTURA XIV ROCKER SWITCHES
• Contura switches are well known for their high quality and superior design
• Single or Double pole switches with removeable actuators
• Certified to ,P�����
• 8/1�00 Certified
• Ignition protected for below deck installations
• Vibration, shock, thermoshock, moisture, and salt spray resistant
• Operating temperature range of -�0�F to 1���F
• 5ecessed ridges and center groove actuator define the boundary between the top and bottom switch function

Part Number Switch Function

RK19070 ON - OFF

RK19080 (ON) - OFF

RK19090 ON - OFF - ON

RK19100 ON - OFF - (ON)

RK19110 (ON) - OFF - (ON)

RK19120 OFF - ON - (ON)

RK19130 OFF - ON - ON

SP21000 
5eplaces� Blue Sea �3�2 
Weather Resistant 4P Contura Rocker w/ Circuit 
Breaker Switch Panel

SP21010 
5eplaces� Blue Sea �3�1 
Weather Resistant 6P Contura Rocker w/ Circuit 
Breaker Switch Panel

CONTURA ROCKER WITH CIRCUIT BREAKER SWITCH PANELS
• Designed for open cockpit or Áybridge applications 
• Perfect for extreme environments 
• Backlit labels for easy readability in darkness 
• Modern curved panel design and backlit label features boast style  
 and performance 

• ,P�� 5ated 
• /ED illuminated rocker switches with 129�2�9 5ating 
• Watertight mounting gasket included 
• Designed for Vertical or Horizontal installation

WIRE TERMINALS FOR HALO ROCKER SWITCHES

RS20180
• 17-20AWG
• 1�A Current 5ating 7in Crimp  
 Type Wire Terminal 
• 10 per pack

RS20190
• 13.�-1�A:G 
• 1�A Current 5ating 7in Crimp  
 Type Wire Terminal 
• 10 per pack

RS20200
Direct Fit for Halo 5ocker Switches
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Part Number Switch Function AMP Rating Illumination Color Replaces Blue Sea

AV10030 OFF-(ON) 10 None -

AV10030B OFF-(ON) 10 Blue 4161

AV10030G OFF-(ON) 10 Green -

AV10030R OFF-(ON) 10 5ed 4163

AV10030W OFF-(ON) 10 White -

AV10040 OFF-ON 10 None -

AV10040B OFF-ON 10 Blue 4160

AV10040G OFF-ON 10 Green -

AV10040R OFF-ON 10 5ed 4162

AV10040W OFF-ON 10 White -

AV10050R OFF-(ON) 10 5ed -

AV10060R OFF-ON 10 5ed -

AV10060B OFF-ON 10 Blue -

AV10060G OFF-ON 10 Green -

AV10060W OFF-ON 10 White -

AV10100R OFF-ON 20 5ed �192

AV10100B OFF-ON 20 Blue �190

AV10120B (ON2)-(ON1)-OFF 20 Blue�5ed -

AV10130B OFF-ON 20 Blue -

PUSH BUTTON ANTI-VANDAL SWITCHES
• Sleek, Stainless Steel Design 
• Quick connect tab terminals for easy installation and daisy chaining 
• Sealed to IP67 for above-panel components 
• UL1500 Ignition Protection

COMPACT ROCKER SWITCHES
• Ideal for applications with panel size constraints
• Fits standard rectangular cutout 
• High profile rocker action provides crisp� positive-type feel 
• 5ated to 12A # 12�9AC� 10A # 2�09AC 

Part Number Switch Function

RK40800 OFF - ON SPST

RK40810 OFF - (ON) SPST

RK40820 OFF - ON SPST

RK40830 OFF - (ON) SPDT

ILLUMINATED CONTURA XIV ROCKER SWITCH ACTUATORS
• 5eplacement Actuator for Contura series 5ocker Switches
• 5emovable actuator for easy style change or replacement lens for /ED illumination

RK19140
Actuators 
Contura XIV
Square Lens

RK19150
Actuators 
Contura XIV
Square and 5ed /ine /ens

RK19160
Actuators 
Contura XIV
Two Square Lenses

RK19170
Actuators 
Contura XIV
Two Line Lenses

Part Number Switch Function

RK40840 ON - ON SPDT

RK40850 ON - OFF - ON SPDT

RK40860 ON - OFF - (ON) SPDT

RK40870 (ON) - OFF - (ON) SPDT

• Suitable for low voltage 12/24 VDC 
• Legends printed on switch 
• Visi-rocker indicated if switch is “ON”
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CONTURA ROTARY SWITCHES
• Fits in industry standard panel opening 
• Patented mechanism that translates rotary to linear motion 
• Secondary cam provides definitive detent positions 
• ,ntegrated illumination module up to 3 /ED’s for effortless installation 
• IP67 sealing protection for above-panel components

RS20000
On-On
,lluminates 5ed�Green

RS20010
Off-(On)

RS20020
On-Off-On
,lluminates 5ed

RS20030
(On)-Off-(On)

RS20040
On-On-On/1-2-3

RS20050
Off-On-(On)/Off-1-1&2
Starter

RS20060
Off-On-On2/Off-1-1&2
Progressive

SWITCHES PANELS

• Membrane Touch Control Panels designed for the harsh Marine Environment   
• Available in 6 Function and 10 Programmable Function backlit panels 
• Ultra Compact panel size up to 60% smaller than traditional panels
• Easy to install; almost no mounting depth required
• Uses micro-USB cable instead of bulky cables
• Flexible wiring allows the control relay box to remote mount up to 1 meter away  
 from the touch panel
• Panel is IP67 rated
• LED- ON indication
• 10A Self-resettable fuse for each function
• Backlit push buttons allow for easy readability in the dark
• Uses very low standby current
• Programmable buttons allow each function to be programmed as a latching or momentary circuit  
 ideal for horn or wiper applications
• ,ncludes a �0 piece assortment of graphic and text labels

SP21030
• 10 Function Touch  
• 12V/24V

SP21020
• 6 Function Touch  
• 12V/24V

Specs:
• Faceplate PET membrane touch panel
• Circuit Protection� Built-in 5esettable Fuse    
  (PPTC)
• Switch 5atings� 10A per function at 129DC
• Panel 5ating� Max Cumulative Amp� 3�A
• 9oltage 5ating� 11-309DC

Dimensions:
• Panel Dimensions� 91mm x ��mm
• Control Box Dimensions� 13� x 90 x 32mm
• Panel Cut-Out: 15mm hole 

Certifications�  
• CE Certified
• ,P �� 5ated �Panel Only�
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BATTERY ACCESSORIES

BS11000
Battery Switch 
5eplaces� Blue Sea �00� 

Specifications� 
On-Off Function 
��9DC Maximum 9oltage 5ating 
M10 Stud Size 
12�0A Cranking 5ating �10 Seconds� 
���A ,ntermittent 5ating �� Minutes� 
2��A Continuous 5ating 
1 Battery Input, 2 Switch Positions 
Tin-plated Copper Battery Studs

BS11010
Battery Switch w/Alternator Field Disconnect 
Smallest battery switch with Alternator Field Disconnect 
on the market 

Specifications� 
On-Off Function 
��9DC Maximum 9oltage 5ating 
M10 Stud Size 
12�0A Cranking 5ating �10 Seconds� 
���A ,ntermittent 5ating �� Minutes� 
2��A Continuous 5ating 
1 Battery Input, 2 Switch Positions 
Tin-plated Copper Battery Studs

BS11020
Battery Switch (1-2-Both-Off) 
5eplaces� Blue Sea �00� 

Specifications� 
1-2-Both-Off Function 
��9DC Maximum 9oltage 5ating 
M8 Stud Size 
1000A Cranking 5ating �10 Seconds� 
300A ,ntermittent 5ating �� Minutes� 
200A Continuous 5ating 
1 Battery Input, 4 Switch Positions 
Tin-Plated Battery Studs

BS11030
Battery Switch (1-2-Both-Off) w/Alternator 
Field Disconnect 

Specifications� 
1-2-Both-Off Function 
��9DC Maximum 9oltage 5ating 
M8 Stud Size 
1000A Cranking 5ating �10 Seconds� 
300A ,ntermittent 5ating �� Minutes� 
200A Continuous 5ating 
1 Battery Input, 4 Switch Positions 
Tin-plated Copper Battery Studs

• Unique ergonomic and aesthetic knob design 
• 5emovable knob for added level of safety and isolation 
• 5obust Glass Fiber reinforced 1ylon enclosure 
• 5emovable windows on all four sides for unobstructed wiring 
• Compact size matching mainstream products in the market today 
• Surface or panel mount options provide Áexibility during installation 
• M�x3� Mounting Screws �4ty� �� ,ncluded 
• Meets Ignition Protection Standard (ISO8846/ SAE J1171), suitable for use in marine engine room and fuel tank spaces 
• ,nterchangeable knob labels for easy identification 
• CE Certified 
• ,P�� 5ated
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BS11040
Voltage Sensitive Relay 
5eplaces� Blue Sea ��01 
Manages the charging current up to 125A which covers most 
outboards and inboard engine applications.  7he 9S5 automatically 
combines two batteries when charging and isolates two batteries 
when not charging.  7he built-in /ED indicator displays when the 
9S5 is engaged.  7he 9S5’s compact design can be panel mounted� 
rear� or surface mounted. 
 
Specifications� 
12VDC Nominal Voltage 
13.39DC Combine 9oltage 
12.�9DC Open 9oltage 
12�A Continuous Current 5ating 
1�0A ,ntermittent Current 5ating 
Power Consumption: 10mA (Standby)/ 330mA (Engage), 0mA  
(Storage Mode)

BS11050
Voltage Sensitive Relay and Cable Kit 
Provides all of the necessary cables and accessories that you 
need to install a secondary battery with 9S5.  7he 9S5 manages 
the charging current up to 125A which covers most outboards and 
inboard engine applications.  7he 9S5 automatically combines 
two batteries when charging and isolates two batteries when not 
charging.  7he built-in /ED indicator displays when the 9S5 is  
engaged.  7he 9S5’s compact design can be panel mounted� rear� 
or surface mounted. 
 
Specifications� 
12VDC Nominal Voltage 
13.39DC Combine 9oltage 
12.�9DC Open 9oltage 
12�A Continuous Current 5ating 
1�0A ,ntermittent Current 5ating 
Power Consumption: 10mA (Standby)/ 330mA (Engage), 0mA  
(Storage Mode)

POW
ER SYSTEM

S

BATTERY ACCESSORIES

TERMINAL STUDS

FS46540 
5eplaces� Blue Sea 2003 
Single Heavy Duty 
Stud Si]e� M10 �5eplaces 3��µ�

FS46570 
5eplaces� Blue Sea 2002 
Single Heavy Duty 
Stud Si]e� M� �5eplaces ��1�µ�

• ��9DC Max Operating 9oltage 
• Glass Fiber reinforced Nylon base ensures great mechanical strength and durability
• Securely connects heavy duty, high amperage cables 
• Insulated base ensures no leakage to metal hulls

FS46580 
5eplaces� Blue Sea 201� 
Dual Heavy Duty with Isolating Plate 
Stud Si]e� M10 �5eplaces 3��µ�

FS46590 
5eplaces� Blue Sea 201� 
Dual Heavy Duty with Isolating Plate 
Stud Si]e� Stud 1 M10� Stud 2 M� �5eplaces 3��µ and ��1�µ�
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BUS BARS

FS46680
Mini Bus Bar 
5eplaces� Blue Sea 231� 
100A - 5 Gang with Cover
• SAE threaded screws and studs 
• Tin-plated copper bus rated to 100A 
• Stainless steel screws and studs 
 
Specifications� 
��9DC Maximum 9oltage 5ating 
Flame 5etardant ABS Base 
3/16”-24 Stud Size 
#8-32 Screw Size 
 
Dimensions: 
�.2µ x 0.��µ x 1.3�µ 3�1�µ-2� Stud Si]e

FS46690
Mini Bus Bar 
5eplaces� Blue Sea 231� 
100A - 4 Stud with Cover
• SAE threaded studs 
• Tin-plated copper bus rated to 100A 
• Stainless steel studs provide superior anti-corrosion ability 
 
Specifications� 
��9DC Maximum 9oltage 5ating 
Flame 5etardant ABS Base 
3/16”-24 Stud Size 
 
Dimensions� �.2µ x 0.��µµ x 1.3�µ

FS46700
Common Bus Bar 
5eplaces� Blue Sea 2300 
150A - 12 Gang with Cover
• SAE threaded studs 
• Tin-plated copper bus rated to 150A 
• Stainless steel studs and screws 

Specifications� 
3009AC� ��9DC Maximum 9oltage 5ating 
Flame 5etardant ABS Base 
1/4”- 20 Stud Size 
#8-32 Screw Size 
Dimensions� �µ x 1.2�µ x 1.3�µ

FS46710
Maxi Power Bus Bar 
250A - 6 Stud
• SAE threaded studs 
• Tin-plated copper bus rated to 250A 
• Stainless steel studs 
 
Specifications� 
3009AC� ��9DC Maximum 9oltage 5ating 
Flame 5etardant ABS Base 
5/16”-18 Stud Size 
Dimensions� �.92�µ x 1.�µ x 1.�2µ

2-STEP DUAL BUS BARS

FS46660 
6 Gang 
5eplaces� Blue Sea 2�01

FS46670 
12 Gang 
5eplaces� Blue Sea 2�02

Sierra’s Stepped Dual Bus Bar features different heights with each bar for more Áexible wiring.  A removable brass connecting link gives 
more versatility to the bus bar.  5emoving the link combines the negative and positive buses conveniently on a single bus block. Available in 
� and 12 gangs and includes a transparent insulated cover with recessed area for labels.  Stainless steel studs and screws provide superior 
anti-corrosion protection.

2-STEP DUAL BUS BARS

• Stepped bus bars allowing more Áexible wiring options 
• Glass fiber reinforced 1ylon base ensures great mechanical strength and durability 
• Transparent insulating cover with recess area for labeling 
• Tin-plated copper bus allowing current up to 150A 
• Stainless steel studs and screws provide superior anti-corrosion protection 
• Insulated base ensures no electrical leakage to metal hulls 
• Uses Stainless Steel M4 Screws
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HEAVY DUTY DUAL BUS BARS
Sierra’s Dual Bus Bar features a removable brass connecting link giving more versatility to the bus bar.  5emoving the link combines the 
negative and positive buses conveniently on a single bus block.  Available in � and 12 gangs and includes a transparent insulated cover 
with recessed area for labels.  Stainless steel studs and screws provide superior anti-corrosion protection.

• Glass fiber reinforced 1ylon base ensures great mechanical strength and durability 
• Transparent insulating cover with recess area for labeling 
• Tin-plated copper bus allowing current up to 100A 
• Stainless steel studs and screws provide superior anti-corrosion protection 
• Insulated base ensures no electrical leakage to metal hulls 
• Uses Stainless Steel M4 Screws

FS46600 
100A - 12 Gang

FS46610 
100A - 6 Gang

FS46620 
150A - 6 Gang 

5eplaces� Blue Sea 2�22

FS46630 
150A - 12 Gang

Part Number AMP Rating Replaces Blue Sea

FS82020 150 5127

FS82030 200 �129

FS82040 250 5131

FS82050 300 5133

FS82060 350 5135

FS82070 400 5136

ANL STYLE FUSES
Sierra’s A1/ Fuse for High Amperage Applications.  Available with various amp ratings at 329DC.  Featuring a ceramic body for superior 
insulation properties and brass� gold-plated elements for superb electrical contact.  ,gnition protected �,SO�����
• Brass, Gold-Plated Element for Superior Electrical Contact 
• 100% rating: 4 Hours Min 
• 1�0� 5ating�  �0 Seconds Min 
• 200� 5ating�  1� Secs Min

FS82000
ANL Fuse Holder 
5eplaces� Blue Sea �00� 
� :idth �9mm x /ength 9�mm x Height �0mm �,ncluding Cover� 
• Stainless Steel Studs for superior corrosion protection 
• ABYC/USCG Compliant transparent cover for clear view of fuse 
• Cover features recessed area to apply labels for easy circuit  
   identification 
• Bendable�5emovable side plates for Áexible wiring options 
• LED Blown Fuse Indicator  
• Max Operating 9oltage 329DC 
• Max Continuous Current 3�-300A 
• 7erminal Stud Si]e 2 x M10 
• Fits onto the positive battery stud providing circuit protection 
  directly from the power source. 
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S
408 SERIES FUSE BLOCKS

Part Num-
ber

# Of Gangs Includes Dimensions Replaces Blue Sea

FS40830 6 Bus Bar & Cover 3 3��µ: x 3 11�1�µ/ x 1 ���µH 5025

FS40840 12 Bus Bar & Cover 3 3��µ: x � 1��µ/ x 1 ���µH 5026

FS40800 6 Cover 3 3��µ: x 3 1�1�µ/ x 1 ���µH 5028

FS40820 12 Cover 3 3��µ: x � 1��µ/ x 1 ���µH �029

• Compact, Modular design 
• Accepts ATP/ATC/ATO blade type fuses up to 30A 
• Transparent cover with recessed area for label decals (60pc decal set included) 
• Storage for 2 spare fuses 
• Blown fuse LED indication for easy determination 
• 329DC Max 5ating 
• 100A Maximum Cumulative 
• M5 Stud Size, M4 Screw Size 
• Dimensions 3 3��µ: x 3 11�1�µ/ x 1 ���µH

FS40810
408 Series Ground Bus Bar 
12 Terminal with Cover 
• Designed to fit Sierra �0� Series Fuse Blocks 
• Compact, Modular design  
• Transparent cover with recessed area for label decals 
• M5 Stud Size, M4 Screw Size 
• Dimensions 3 3��µ: x 2 1��µ/ x 1 ���µH

409 SERIES FUSE BLOCKS

FS40900
409 Series Fuse Block 
5eplaces� Blue Sea �01� 
AGC Glass Type with Bus Bar

• PB7� Glass Fiber 5einforced Base Material 
• 329DC Max Operating 9oltage 
• 30A 5ating per Circuit 
• 100A Cumulative 5ating per block 
• M4 Screw Size, M5 Terminal Stud Size

FS40910
409 Series Fuse Block 
5eplaces� Blue Sea �01� 
AGC Glass Type Common Source

FS40920
409 Series Fuse Block 
AGC Glass Type Independent Source
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NMEA 2000 MICRO-C EXTENSION CABLES

PC51070
NMEA 2000 Female 
Termination Resistor 
5eplaces� Ancor 2�010�

PC51080
NMEA 2000 Male 
Termination Resistor 
5eplaces� Ancor 2�010�

PC51120
M12 Metal Cap for 
Female Connector 
5eplaces� Ancor 2�0112

PC51130
M12 Metal Cap for Male 
Connector 
5eplaces� Ancor 2�0111

NMEA 2000 MICRO-C DROP CABLES

PC51060
NMEA Micro 1 Tee Piece 
5eplaces� Ancor 2�0101

PC51180
NMEA 2000 Hub

PC51090
NMEA Micro 90° Elbow 
5eplaces� Ancor 2�010�

PC51050
NMEA 2000 Power Tee Cable
/ength� 3’ 
5eplaces� Ancor 2�0000

PC51100
NMEA Micro 2 Tee Piece 
5eplaces� Ancor 2�0103

PC51110
NMEA Micro 4 Tee Piece 
5eplaces� Ancor 2�010�

Part Number Length Replaces Ancor

PC51000 2’ 270001

PC51010 3’ -

PC51020 �’ 270002

PC51030 12’ 270005

PC51040 30’ 270010

Part Number Length Replaces Ancor

PC51140 2’ 270300

PC51150 3’ 270301

PC51160 �’ 270302

PC51170 1�’ 270305
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AP10010
Dual Port USB 2.0 Charger, Curved Door
AP10020
Dual Port USB 2.0 Charger, Square Door
• 7otal current of 3.1�A delivers fast charging times even in  

extreme temperatures 
• Designed to charge tablets, e-readers, mobiles, gaming  

devices, cameras, and many other compatible devices 
• Integrated over-current and thermal overload protection to  

safeguard electronics 
• Center Green LED indicated charging status
• Fits industry standard 1.��µx 0.�3µ panel cutout for effortless installation 
• Sealed up to IP65 for above-panel components 
• Panel seal prevents water ingress beneath panel to protect critical connections 
• Designed for 12V and 24V operation

USB CHARGERS

EA01000
USB Charger w/ Voltmeter and Graph Display
• Modern, curved panel design 
• USB charger and voltmeter included with panel 
• ,P�� 5ated protects against strong water Mets 
• CE Certified 
• Water-tight mounting gasket included
 
Dimensions: 
11�mm x ��mm 
56mm Mounting Depth 
10�mm x ��mm Panel Cut-Out

EA01010
12v Aux Power Socket w/ Voltmeter and Graph Display
• Modern, curved panel design 
• USB charger and voltmeter included with panel 
• IP66 rated protects against strong water jets 
• CE Certified 
• Water-tight mounting gasket included 
 
Dimensions: 
11�mm x ��mm 
56mm Mounting Depth 
10�mm x ��mm Panel Cut-Out

EA01020
Weather-Resistant Voltmeter Panel
• Curved Faceplate design for a modern, stylish look 
• Digital voltmeter features a 3 digit LED display 
• Backlit label allows for easy readability in darkness 
• Fits perfect with Contura rocker switch panels 

Dimensions� 11� x �� x ��mm 
,nput 5ange� 2.�-309DC 
Mounting Depth: 75mm 
Panel Cut-Out� 10�mm x ��mm 
CE Certified� ,P�� 5ated
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ACCESSORIES

EA01040
Stainless Steel Buzzer w/ Flashing LED Warning
• ,P�0 5ated 
• Loud 80dB Audible Warning Buzzer 
• 9isual 5ed Flashing warning indicator 
• 129DC 5ated

EA01050
Illuminated Aux Power Socket
Perfect for replacing faulty auxiliary power sockets or adding a 
convenient charge point on your Boat� 59� A79�879� Car� 7ruck� 
or any other recreational vehicle. 
• Watertight cap 
• Twist locks system securely locks plug into socket 
• Quick Connect 1/4” Terminals 
• 9-3�9 20A 5ated 
• Flame retardant Nylon reinforced enclosure 
• 1 1/8” Diameter Cut-Out Dimensions

EA01070
Digital Voltmeter
Compact, self powered DC voltage monitor with a bright, 3 digit 
/ED display.  Housed in a uni-body polycarbonate case provides 
excellent protection against moisture� dust� and vibration. 
• Floating decimal point for better resolution below 10V 
• ,P�� 5ated� Completely Sealed 
• 5everse polarity protection 
• 2-Wire Design 
• Fits a standard 1 1/8” Cutout 
 
Specifications� 
2.�-309DC 9oltage 5ange 
Less than 30mA Current Consumption 
20ms Sampling 5ate 
0.019 5esolution

EA01080
Switch Mount Digital Voltmeter
Compact and self-powered DC battery gauge.  7he patent 
pending see-through uni-body housing leaves no opening in the 
front for a low-profile look and excellent protection against dust� 
moisture� and vibration. 2-:ire design. 7hese battery gauges 
are designed to fit in a standard Contura switch mounting hole.  
• Digital LED 3-digit display 
• Floating decimal point for better resolution below 10V 
• ,P�� 5ated� Completely Sealed 
• 5everse polarity protection 
 
Specifications� 
2.�-309DC 9oltage 5ange 
Less than 30mA Current Consumption 
20ms Sampling 5ate 
0.019 5esolution

EA01090
Graph Display Digital Voltmeter
Compact, self powered DC voltage monitor with a bright, 3 digit 
/ED display. Housed in a uni-body polycarbonate case provides 
excellent protection against moisture� dust� and vibration. 2-wire 
design. 
• Battery Level Display around the circumference of the display 
• Floating decimal point for better resolution below 10V 
• ,P�� 5ated� Completely Sealed 
• 5everse polarity protection 
• Fits a standard 1 1/8” Cutout 
 
Specifications� 
2.�-309DC 9oltage 5ange 
Less than 30mA Current Consumption 
20ms Sampling 5ate 
0.019 5esolution

EA01100
Illuminated Curve Mount Aux Power Socket
Perfect for replacing faulty auxiliary power sockets or adding 
a convenient charge point on your Boat� 59� A79�879� Car� 
7ruck� or any other recreational vehicle.  Made of 89-stabili]ed 
plastic with water-tight gaskets and cover caps for the sockets, 
makes them perfect for use in any environment.  7hese surface 
mount sockets are easy to install and can be mounted vertically, 
hori]ontally� or underneath a dash.  
• Watertight cap 
• Quick Connect 1/4” Terminals 
• 9-3�9 20A 5ated 
• Flame retardant Nylon reinforced enclosure



 19   

DRIVE / INTERNAL ENGINE SYSTEM
S

DRIVE SYSTEMS
PROPELLER NUT KITS

18-73995
Propeller Nut Kit
5eplaces� <amaha ��7-:��99-00-00 
Fits� F30 �2001-0�� 2013-19�� F�0 �2000-19�� F�0 �2001-19�� 
F�0 �2002-19�

18-73996
Propeller Nut Kit
5eplaces� <amaha ��F-:��99-00-00 
Fits�7�0 �2001-1��� 7�0 �2003-1��� �0 �200�-0��� �0 �200�-09�� 
90 �200�-09�� F�0 �2010-1��� F�� �2003-1��� F�0 �1999-03�� 
F90 �2003-1��� F100 �1999-03�� 7�0 �2001-1��� 7�0 �2003-1��

INTERNAL ENGINE SYSTEM

Part Number Replaces Application

Volvo Penta

18-8702 30����90

D3-110I-G, D3-140A-G, D3-140I-G, D3-150I-G, D3-170A-G, D3-170I-G, D3-200A-G, D3-
200I-G, D3-220A-G, D3-220I-G, D3-110I-H, D3-140I-H, D3-150I-H, D3-170I-H, D3-200I-H, 

D3-220I-H, D3-140A-H, D3-170A-H, D3-200A-H, D3-220A-H, D3-110I-D, D3-110I-E, D3-110I-F, 
D3-140I-E, D3-140I-F, D3-140A-D, D3-140A-E, D3-140A-F, D3-150I-D, D3-150I-E, D3-150I-F, 
D3-170I-D, D3-170I-E, D3-170I-F, D3-170A-D, D3-170A-E, D3-170A-F, D3-200I-D, D3-200I-E, 
D3-200I-F, D3-200A-D, D3-200A-E, D3-200A-F, D3-220I-D, D3-220I-E, D3-220I-F, D3-220A-D, 

D3-220A-E, D3-220A-F, D3-140I-D

18-7962 3840525 D1-30A, D2-40A, D2-55A, D2-55B, D2-55C, D2-75A

18-8701 861476 MD22A, L-A, TMD22

OIL FILTERS

18-2456
Crankcase Oil Drain Plug
5eplaces� <amaha 903�0-1�M0�-00 
M1� x 1.2� 
Fits� 1�-3�0HP 199�-201�

18-7514
Power Steering Pump
5eplaces� 9olvo Penta 22�9���0 
Fits� Early Production. S1-200�033�23 D�-1�0,-B� D�-210A-A� D�-210A-B� 
D4-210I-A, D4-210I-B, D4-225I-B, D4-260A-A, D4-260A-B, D4-260I-A, D4-
260I-B, D4-300A-A, D4-300I-A   
• /eak and efficiency tested to ensure a quality performance.

18-8702 18-7962 18-8701
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S

FUEL FILTERS &   
ELEMENTS

REPLACES RACOR®

TURBINE SERIES FILTERS
Part Number Description OEM Part No. Micron Rating

18-99186 Fuel Cartridge - 500 Series 2010SM-OR 2

18-99182 Fuel Cartridge - 500 Series 2010TM-OR 10

18-99183 Fuel Cartridge - 500 Series 2010PM-OR 30

18-99191 Fuel Cartridge - 900 Series 2040N-02 2

18-99185 Fuel Cartridge - 900 Series 2040N-10 10

18-99184 Fuel Cartridge - 900 Series 2040N-30 30

18-99187 Fuel Cartridge - 1000 Series 2020N-02 2

18-99181 Fuel Cartridge - 1000 Series 2020N-10 10

18-99180 Fuel Cartridge - 1000 Series 2020N-30 30

• Filters offer lift tabs on top of the caps for easy installation and removal.
• Media is SAE approved.
• Remove 99% of particles per ISO 19438.
• All Sierra filters are designed to meet or EXCEED your engine manufacturers’ requirements.

Micron Rating
2

2

10

30

2

10

30

10

10

30

2

10

30

Matches OE letter  
color code:
Red = 30 microns
Blue = 10 microns
Brown = 2 microns

SPIN-ON FILTERS

• 2, 10, 30 Micron Filter offerings.
• Filters water to be drained from the bowl to extend service life of the filter.
• 10 Micron gas filters offer 90 GPH to feed the hungriest of motors.
• All filters include bowl O-rings.
• Prevents engine damage such as fowled injectors and  
 increases the life of downstream filters.
• Filters 99% of particles per ISO 19438.

...........................................................

Filters water to be drained from the bowl to extend service life of the filter.e of the filter.
10 Micron gas filters offer 90 GPH to feed the hungriest of motors.

Prevents engine damage such as fowled injectors and 
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Part Number Description OEM Part No. Micron Rating

18-99193 Fuel Cartridge - 120 R12T 10

18-99199 Fuel Cartridge - 120 R12P 30

18-99194 Fuel Cartridge - 121 R12S 2

18-99196 Fuel Cartridge - 230 R20S 2

18-99200 Fuel Cartridge - 230 R20P 30
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REPLACEMENT BOWLS

18-99201 
120 Aquavue Clear Bowl Mini 2 Ports 
Replaces: Racor® RK10215

18-99202 
230 Series Aquavue Clear Bowl 2 Ports 
Replaces: Racor® RK22350-02

18-99203 
230 Series Metal Bowl 
Replaces: Racor® RK22368

NOW

DEMAND!
POPULAR

AVAILABLE
BY

.................................................................

 21   Racor® is a registered trademark of Parker Hannifin Corporation
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FUEL/ ELECTRICAL SYSTEM
S

18-8995
Diesel Fuel Filter
5eplaces� <anmar �1��0-�02320 
21 Micron rating

18-7521
Fuel Filter
5eplaces� Honda 1�910-=9/-003 
Fits: BF225D/250D (2007-Later)

18-7596
Fuel Filter
5eplaces� Mercury 3�-����9�.01 
For� 3.0/ MP, EC 1A0�2�12 	 8P� 100 
9A=E5 1A03�00-1A03�00�� 100 9A=E5 
EC 1A03�29�-1A03�00� 
10 Micron rating

18-7517
Fuel Filter
5eplaces� <amaha ��/-2���3-00-00 
Fits� 1�0-2�0 �199�-0��

18-7516
Fuel Filter
5eplaces� <amaha ��F-2�2�1-02-00 
Fits� F100 �1999-01�

FUEL FILTERS

RELAY ASSEMBLIES

18-1525
Relay Assembly
5eplaces� <amaha �0E-�19�0-00-00 
Fits� F30/A �2013-19�� F30/EHA �2013-19�� F�0-EA �200�-19�� 
F�0-EHA �200�-19�� F�0/A �200�-19�� F�0/EHA �200�-19�� 
F�0SA �201�-19�� F�0SA �201�-19�� F�0/A �2012�� F�0/B 
�2013-19�� F�07/5 �200�-11�� 7�0/A �2012�� 7�0/B �2013-19�� 
7�07/5 �200�-11�� F�0-A �2012�� F�0-B �2013-19�� F�0/A 
�2012�� F�0/B �2013-19�� F�07-5 �200�-10�� F�07/5 �200�-
11�� 7�0/A �2012�� 7�0/B �2013-19�� 7�07/5 �200�-11�� F�0/A 
�2010-19�� F��/A �2012-1��� F��7/5 200�-11�� F90-A �2012-
1��� F90/A �2012-1��� F907-5 �200�-11�� F907/5 �200�-11�� 
F907X5 �200�-11�� F90XA �2012-1��� /F11�XA �2011-1��� 
LF115XB (2014-18), F115JA (2011-14), F115JB (2014-18), 
F115LA (2011-14), F115LB (2014-18), F115XA (2011-14), 
F115XB (2014-18)

18-1524
Trim Relay Assembly
5eplaces� <amaha �H1-�19�0-01-00 
Fits� �0 �199�-0��� �0 �199�-0��� C�0 
�199�-01�� C�0 �199�-01�� F30 �2000-0��� 
F�0 �2000-0��� F�0 �199�-0��� F�0 �2002-
0��� P�0 �199��� P�0 �1992-9��� 7�0 �199�-
04), T60 (2003-04)

FUEL SYSTEMS

ELECTRICAL SYSTEMS
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IMPROVED 
HOUSING

DUCKBILL 
VALVE

PAINTED 
SURFACE

In order to prevent water  
intrusion� Sierra’s new line of 
starters are designed to isolate 
the internal components from the 
extreme elements found in the 
marine environment.

Preventing corrosion is vital to 
the reliability of your starter. 
Should moisture find a way into 
the housing, Sierra has integrated 
a one-way valve and relief cuts 
to remove moisture and prevent 
water accumulation.

The starter housing is 
painted to prevent rust and  
corrosion on the exterior surface 
while keeping your starter  
looking like new after many years 
of service. 

ELECTRICAL SYSTEM
S

 23   

PART NO. DESCRIPTION APPLICATION
18-5603-1 S7A57E5 1OSE/ESS 7OP MO817 5EA5 E175< S7D 5O7A7,O1 GM 	 FO5D

18-5909 S7A57E5 E9,158DE G2

18-5913-1 S7A57E5 LATE MODEL GM - 14” FLYWHEEL

18-5919-1 S7A57E5 LATE MODEL GM - 12 3/4” FLYWHEEL

18-6275-1 S7A57E5 /A7E MODE/ GM - 1�µ F/<:HEE/� 1999 	 1E:E5 MCM 3.0/

18-55505 S7A57E5 5EP/ACES� ME5C85< �M01�2��9

18-55506 S7A57E5 5EP/ACES� ME5C85< �M013���9

18-55510 S7A57E5 5EP/ACES� ME5C85< �M009���1

18-5913-1 S7A57E5 LATE MODEL GM - 14” FLYWHEEL

PART NO. DESCRIPTION APPLICATION
18-5603-1 S7A57E5 1OSE/ESS 7OP MO817 5EA5 E175< S7D 5O7A7,O1 GM 	 FO5D

18-5909 S7A57E5 E9,158DE G2
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 SELL

 

   

GROW YOUR SALES WITH OUR  
SIERRA POP DISPLAYS!

24 

CUSTOMIZE YOUR DISPLAYS. ATTRACT MORE CUSTOMERS.   
SELL MORE PARTS.

WITH THE MARKET MORE COMPETITIVE THAN EVER BEFORE, IT IS IMPORTANT TO 
ENSURE YOUR BUSINESS STANDS OUT FROM THE CROWD. 

PACKED WITH OUR BEST-SELLING PRODUCTS, THESE POP DISPLAYS 
FEATURE EYE-CATCHING AND COLORFUL PACKAGING.
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GROW YOUR SALES WITH OUR  
SIERRA POP DISPLAYS!

SIGNAGE

PART NO. SIGN-FUEL
FULL COLOR FUEL DISPLAY SIGN

PART NO. SIGN-SWITCH
FULL COLOR SWITCH DISPLAY SIGN

Strong, contemporary signage 
designed to promote the brand 
and stop traffic. 
Dimensions: 4’ x 10”

RE-STOCKING IS EASY FOR 
YOUR SIERRA POP DISPLAY

TO ORDER FUEL STOCK OUT TAGS ONLY:

PART NO. TAGS-FUEL

TO ORDER SWITCH STOCK OUT TAGS ONLY:

PART NO. TAGS-SWITCH

Place product hangtags (left) on hangers  
and behind products on shelves for reference 
and quick restocking. Dimensions: 1.5” x 4.5”

RE-STOCKING IS EASY FOR RE-STOCKING IS EASY FOR 
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CUSTOMIZE YOUR DISPLAYS. ATTRACT MORE CUSTOMERS.   
SELL MORE PARTS.

 . . . . . . . . . . . . . . . . . . 

THE VERY BEST PARTS OF BOATING



Purchase Sierra Oil and Lubes
And Receive a FREE Oil Display



 27   

M
OELLER M

ARINE PRODUCTS

 27   

SIERRA MIX/MATCH OIL PALLET PROGRAM
A FLEXIBLE PROGRAM ALLOWS YOU TO CUSTOMIZE YOUR ORDERS TO MEET YOUR CUSTOMERS’ NEEDS 

• Eligible Product: Items listed with bulletin
• Order Location: Litchfield, IL Facility
 • For immediate shipment or at our discretion.
• Terms
 • Regular Terms Apply
 • Orders Clearly marked “Sierra Mix/Match Oil Pallet Program”
 • Program Subject to Change
 • Distributor must be in good financial standing with Dometic
 • Split shipments are not allowed to receive discount.
 • Discounts cannot be stacked with other promotional discounts

6% DISCOUNT
 • Full Skid by Capacity Required 
 - Mix/Match Blends & Weights
  ° Quarts: 1008 Units
  ° Gallons: 216 Units
  ° 5Qt: 144 Units
  ° 5 Gal Pail: 36 Units
  ° 16 Gal Keg: 5 Units
  ° 55 Gal Drum: 4 Units

sierramarine.comsierramarine.com

MOELLER PLANOGRAMS
BRING DECADES OF RETAIL SAVVY INTO  

YOUR SHOP OR MARINA!

MOELLER PLANOGRAMS
BRING DECADES OF RETAIL SAVVY INTO  

YOUR SHOP OR MARINA!

FROM THE MARINE INDUSTRY’S PREMIER
FUEL SYSTEM MANUFACTURER

We group products according to buying patterns 
and arrange them in an attractive, compelling 
display. Moeller Planograms optimize floor space, 
take the guesswork out of set up, and help you 
track inventory at a glance.

PART NO. DESCRIPTION 
MOESET1 Portable Tanks & Marine Accessories, 4ft 
MOESET2 Portable Tanks, Battery Boxes & Marine Accessories, 4ft
MOESET3 Jerry Cans, Fuel Tanks a& Marine, 4ft
MOESET4 Portable Tanks & Fuel Line Assemblies, 2ft
MOESET5 Portable Tanks & Fuel Line Components, 2ft
MOESET30 Marine Accessories and Fuel 4 FT
MOESET31 Marine Accessories and Fuel 3 FT
MOESET6* Portable Tanks & Marine Accessories, 4ft
MOESET7* Portable Tanks, Battery Boxes & Marine Accessories, 4ft
MOESET9* Portable Tanks, & Fuel Line Assemblies, 2ft 
MOESET10* Portable Tanks & Fuel Line Components, 2ft

MOESET1

THERE’S A
MOELLER PLANOGRAM

FOR EVERY SPACE!

*AVAILABLE IN CANANDA ONLY

Fueling the Fun
OP7,O1S. 9A/8E. MOE//E5�
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• 1 8ltra �� �.� gallon Moeller fuel tank �CSA and ,SO13�91 certified �1ot sold in the 8SA��
• 1 universal fuel line
• 1 quick disconnect to tank fuel connector
• 3 fuel line connectors  
 (Evinrude/Johnson, Mercury, Yamaha)
• 1 tank connector with sealant
• 1 hose clamp

053703-10 - 3 Gallon
• 1 8ltra 3� 3 gallon Moeller fuel tank �EPA� CA5B and AB<C certified�
• 1 universal fuel line
• 1 quick disconnect to tank fuel connector
• 3 fuel line connectors (Evinrude/Johnson, Mercury, Yamaha)
• 1 tank connector with sealant
• 1 hose clamp

053701-10C - 6.5 Gallon

All-in-1
Fuel Tank Combo Packages

[ [
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

/arge carry handle. Direct sight gauge with 
glass lens.

3�0� withdrawal swivel low 
profile.

Tank Features

Fuel reserve.

Marine Above Deck

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

M
OELLER M

ARINE PRODUCTS

28 





© Copyright 2020
Dometic, 1 Sierra Place, Litchfield, IL 62056-3029
Phone: 877-663-8396 | Fax: 217-441-8340
www.sierramarine.com




